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GENERAL INFORMATION 


Models 375 and 750 Wilcox-Gay ”Recordio” features fingertip operation for Fast For¬ 
ward, Playback, Record and Fast Reverse. The "Recordio" is designed to record and play 
back two tracks of material on standard width recording tape, which doubles the playing time 
of a standard 5" or 7" reel of tape with no loss of frequency response or quality. Recordings 
can be played back through the self-contained speaker or an external speaker through use of 
the Auxiliary Speaker Jack. 

These Models have two tape speeds, 3 3/4” and 7 1/2” per second. To change the speed, 
the mechanism has to be removed from the carrying case and the drive belt (65) shifted to the 
desired speed groove on the motor drive pulley (73) and the Flywheel (64). Using both tracks 
the recording time is as follows: 


Size 
5” reel 
7” reel 


3 3/4” Speed 

1 hour 

2 hours 


7 1/2” Speed 

1/ 2 hour 
1 hour 


The ”Recordio” is designed to operate on 60 cycles, 115 volts, AC supply 0 
CAUTION: Severe Damage Will Result If Connectionls Made To A Direct Current (D 0 C 0 ) Line. 

MANUFACTURED BY : 


WILCOX-GAY CORPORATION 
CHARLOTTE, MICHIGAN 


This material compiled and published by 

HOWARD W. SAMS A CO., INC., INDIANAPOLIS, 


INDIANA 


Copyright 1 958 • All Rights Reserved 
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OPERATING INSTRUCTIONS 


FIGURE 1 

To Record From Microphone — 


1. ’Plugthe A. C. cord into a convenient wall re¬ 
ceptacle of the proper rating. 

Threading The Tape — 


1. Turn the On-Off. Volume Control to the right 
until a click is heard and allow about thirty seconds 
for the unit to warm up. The pilot light located above 
the ’’Stop” button will glow when the unit is turned on. 


1. Place a reel of tape on the left spindle (12) and 
an empty reel on the right spindle (12) making sure the 
reel slots engage the reel pin on the spindles. 

2 0 Unwind about 14” of the tape from the reel. 
Hold a section of the tape straight with both hands and 
insert the tape in the tape slot making sure the dull 
coated side of the tape faces the rear of the recorder. 

NOTE: This recorder uses Type ”A” wound tape i. e 0 
the dull magnetic coated side faces inward 
on the reel. If the tape to be used is Type 
"B" (coated side facing outward) place the 
reel on the left spindle so that the tape will 
lead-off in a clockwise direction. Bring the 
tape behind the rear cover (2) (not through 
the head slot) and thread it on to the right reel 
in the normal manner. Press the ’’Forward” 
button and allow the full reel of tape to wind 
on the empty reel. The dull side of the tape 
will now be facing inward on the reel. 

3. Insert the free end of the tape through the hub 
of the right take-up reeland place a pencil firmly over 
the tape, forcing it into one of the three radial slots 
on the hub of the empty reel. Turn the reel several 
turns with the pencil in this position until the tape is 
secured to the reel and all slack is taken up between 
the reels. 


2. Insert the microphone plug into the ’’Micro¬ 
phone Input Jack”. 

3. The speed can be set by placing drive belt 
(65) in the desired speed grooves on the motor pulley 
(73) and flywheel (64). 

4. Move record lock lever (44) downward with 
the left hand. This releases the record safety lock 
which prevents accidental erasure. 

5. Depress the "Record” button with the right 
hand (while holding the record lock lever (44) with the 
left hand) until it latches. 

6 a While talking into the microphone, adjust the 
"Volume” control until no flashing occurs at the "Over¬ 
load” indicator. 

NOTE: Correct recording volume is very important. 

Too weak a signal will result in weak play¬ 
back and high background noise. Too strong 
a signal, causing the "Overload” indicator to 
flash, will result in distortion during playback. 

To Record From External Radio — 

Recordings can be made from a radio by placing 
the microphone near the loudspeaker of the radio; 
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FIGURE 2 


however, this type of recording may not be satisfactory 
as other sounds may be picked up by the microphone 
which, as a result, will be recorded on the tape. A 
superior quality recording can be made by use of 
radio-phono attachment cord (Part No. C-30. 233). 
Connect attachment cord as follows: 

1. Connect the cord clips across the voice coil 
terminals on the radio speaker. 

2 0 Insert the cord plug into the "Radio-P.A. — 
Phono Jack". 

3o Proceed as described in "To Record From 
Microphone" 0 

NOTE: .Remove attachment cord after recording is 
completed. 

To Record From Phonograph — 

1 0 Connect the cord clips of the attachment cord 
to the pickup leads on the external phonograph. 

2. Insert the attachment cord plug into the 
"Radio-P.A. — Phono" jack. 

3« Proceed as described in "To Record From 
Microphone". 

NOTE: Should a hum develop from the above con¬ 
nection, reverse the cord clips on the pick-up 
leads. 

To Record From Television Receiver — 

1. Connect attachment cord as described in "To 
Record From External Radio" and proceed with re-’ 
cordingas described in "To Record From Microphone". 


NOTE: The "Recordio" Tone Control does not operate 
during recording. When recording from radio 
ora television receiver, set the radio or tele¬ 
vision tone control for maximum treble D 

Dual Track Recording — 

The Recordio is designed so that 1/2 the tape 
width is recorded at a time; thereby resulting in two 
track recording. This two track operation is accom¬ 
plished in the following manner: 

1. After a reel of tape has been recorded, i 0 e. 
all of the tape wound on to the take-up reel, depress 
the "Stop" push button. This stops all movement of 
the tape. 

2. Remove the reels from the recorder, turning 
the full reel over and placing it on the left spindle and 
the empty reel on the right spindle. 

3. Properly thread the tape and proceed with the 
recording as in "To Record From Microphone". 

4. After this track has been recorded, the first 
track of recording is ready to be played without re¬ 
winding. 

(a) Place the full reel of tape on the feed reel 
(left) spindle and the empty reel on the take-up (right) 
spindle. 

(b) Thread the tape making sure the dull side 
of the tape faces the record head. 

(c) Set the controls as described under "To 
Play A Recording". 
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To Play A Recording — 


FIGURE 3 

Fast Reverse 


1. Thread the tape as described under ’’Thread¬ 
ing the Tape”. 

2. Turn the On-Off Volume control on and allow 
thirty seconds for the tubes to warm up 0 

3. Depress the ’’Play” button until it is latched 
into position. 

4. Adjust the Volume and Tone control to suit. 
To Use An External Speaker — 

Any size speaker of the permanent magnet type, 
having a 3 ohm voice coil, may be used by connecting a 
speaker, extension cord across the voice coil of the 
speaker and then inserting the extension plug (same 
type as microphone plug) into the External Speaker 
Jack located on the right side of the cabinet. This 
automatically cuts out the self-contained speaker 0 


High-speed reverse wind can be obtained by 
pressing the desired button. This is used primarily 
in locating a desired portion of a recording in a few 
seconds. 

CAUTION: The ’’Stop” button should always be de¬ 
pressed before changing functions. Al¬ 
ways depress the ’’Stop” button when the 
Recordio is not in use. 

Erasing Recorded Material — 

Erasing of recorded material takes place auto¬ 
matically when new material is recorded; therefore, 
no special step is necessary to erase recordings be¬ 
fore new recordings are made, However, if a por¬ 
tion of a recording or an entire reel of tape is to be 
completely erased, do so as follows: 

1. Properly thread the tape on the machine 0 


To Edit And Splice Tape — 

NOTE: Since it is impossible to edit and splice one 
track without affecting the other, recordings 
which are to be edited should be limited to 
one track only 0 

1. The tape may be edited by cutting out unwanted 
portions, or by joining selections into another sequence. 
Announcements may be inserted between selections, 
etc. Unused section of tape can be spliced together 
for re-use. 

2. For best results, cut tape at a slight diagonal, 
join ends together with splicing tape on the glossy side 
and trim off any excessive width. 


2 0 Turn the Volume Control knob clockwise un¬ 
til a click is heard. This turns the recorder on. 

3. Press down on the Record button until it 
latches into position. The erasing of recorded ma¬ 
terial is now in process and may be stopped at any 
time by depressing the ’’Stop” button Q 

NOTE: Only one track of recorded material is erased 
at a time. To erase the second track, reverse 
the reels and repeat the above operation,. 

To Use Recorder As A Public Address System — 

The recorder may be used for public address 
with or without recording the material at the same 
time. Plug in an external speaker as described in 
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"To Use An External Speaker”. Turn the recorder on 
and depress the Record button, but do not use tape D 
Be careful to maintain a sufficient distance between 
the microphone and external speaker to prevent feed¬ 
back howl. If it is desired to record the program, 
thread the tape as previously described before de¬ 
pressing the RECORD button. 

If the Recordio is to be used to play through an 
auxiliary amplifier or public address system, con¬ 
nect a shielded cord from the’’Radio — P.A. — Phono” 
jack on the Recordio panel to the phonograph input 
circuit of the auxiliary amplifier,. Patch Cords No. 
C-20.233 or No. 9-2249 are available for this pur¬ 
pose. (No. C-20.233 is equipped with a pin-plug to 
fit the Radio — P„A, — Phono jack on the Recordio 
and with a pair of connecting clips at the opposite end. 
No. 9-2249 is equipped with a similar pin plug at both 
ends). Set the Recordio volume control at minimum 
volume position, and adjust the level of sound with 
the volume control of the auxiliary amplifier. 

ADJUSTMENTS 

Disassembly Instructions — 

1 0 Remove two Phillips head screws from rear 
of case. 

2. Remove push-on type volume and tone control 
knobs, 

3. Remove two screws located under volume and 
tone control knobs. Remove escutcheon. 

4. Remove two hex head screws located under 
escutcheon, 

5. Lift unit out of case, removing leads from 
speaker before removing unit completely. 

Record-Play Adjustment — 

(See Exploded ViewJ 

To adjust the record-play head (109) for maxi¬ 
mum frequency response, make the following adjust¬ 
ment: 

1. Remove the rear cover escutcheon (2). 

2 0 Properly thread an alignment tape or a good 
recorded tape on the machine. 

3. Set the controls as described under ”To Play 
A Recording”. 

Grip the vertical portion of the record head 
mounting bracket with a pair of long-nosed pliers. 
Rock the mounting bracket and record head from side 
to side slightly until the maximum high frequencies 
are obtained. Bend the bracket with the pliers to ob¬ 
tain a permanent set at this position. 

4. Replace the rear cover escutcheon (2). 

Pressure Pad Adjustment — 

(See Exploded View) 

1. Remove the front and rear escutcheons (2 and 

6 ). 

2. Depress the ’’Play” button. Do not turn the 
recorder on. 


3. Use a pencil type postal scale and check the 
amount of pressure necessary to just pull the pad 
away from the tape. The test should be made on the 
end of the pressure pad mounting spring (107). Ad¬ 
just the pressure pad fori 3/4 oz. +1/4 oz, pressure. 

(a) The record-head pressure pad is ad¬ 
justed by the locked adjustment screw (51). 

(b) The guide post pressure pad is adjusted 
by bending the pressure pad spring. It must be ad¬ 
justed for minimum pressure against the tape. 

4. After the adjustments are made, depress the 
’’Stop” button and replace the trim covers. 

Erase Head Adjustment — 

1. With tape properly threaded, turn recorder 
on and depress the Record button. Allow tape to run 
for a few seconds then turn recorder off, but leave 
Record button depressed. 

2. With the trim covers removed, check the 
erase head (47), to see if it is parallel with the tape. 

3. Check to see if the top edge of the tape coin¬ 
cides with the top end of the diagonal slot in the erase 
head (junction of long diagonal slot and short vertical 
slot). To adjust level of tape, loosen set screw (7), 
and rotate tape guide post (53) to move tape up or down. 
Tighten set screw (7). 

4. Replace the trim covers. 

Brake Shoe Adjustment — 

1. In order to adjust the brake shoes, the com¬ 
plete mechanism must be removed from the carrying 
case and the speaker disconnected. 

2. With all push buttons in the up position, the 
brake shoe should clear the drums by approximately 
1 / 8 ”. 

3. Depress the ’’Stop” pushbutton while observ¬ 
ing the brake shoes. Both brake shoes must contact 
the drums at the same time and with equal pressure. 

4. The adjustment is accomplished by bending 
the spring arm. 

Adjustment For Slow Take-Up Reel — 

There are some instances where the spring 
drive belt (56) stretches after a period of time. In 
this case, the belt should be replaced. 

Bias Adjustment — 

Turn the recorder on and depress the ’’Record” 
button; use no tape. To determine if the bias is 
within satisfactory limits without dismantling the unit, 
merely connect a VTVM from the top lug of the re¬ 
cording head to the chassis. If 75 to 100 volts are 
present, no adjustment is necessary. 

If the readings are outside of this range, pro¬ 
ceed as follows: 

1. Try a new 12AX7 tube. 

2. If still not within range, remove the chassis, 
shield and connect a low capacity VTVM from Pin 1 
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FIGURE 4A. EXPLODED VIEW OF PARTS ABOVE BASEPLATE. 
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FIGURE 4B. EXPLODED VIEW OF PARTS BELOW BASEPLATE. 
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of the 6AQ5 to the chassis and adjust trimmer (C18) 
to obtain a reading of 2. 25 volts. This provides the 
optimum in performance. 

Neon Record Level Indicator — 

The neon record indicator firing level adjust¬ 
ment is only required if a neon bulb is replaced. The 
neon record level indicator is adjusted for correct 
firing level by means of a trimmer capacitor (C21). 

To adjust indicator, proceed as follows: 

l c Turn ’’Recordio” on and depress ’’Record” 
button c 

2. Connect a short jumper lead across the bias 
oscillator coil (LI ), (short out the coil to disable the 
oscillator). 

3 0 Connect an audio oscillator, set at 1000 cycles, 
into the microphone input jack. Output of audio os¬ 
cillator should be approximately . 01 volts. (A 1 volt 
output may be used with a 100 to 1 reduction pad of 
resistors inserted between the audio oscillator and 
the microphone jack.) 

4. Connect probe of low type AC VTVM to junc¬ 
tion of the 330K ohm resistor,R30 (mounted on ter¬ 
minal strip near volume control). 

5. Adjust volume control to obtain a reading of 
36 volts on VTVM and leave control set and VTVM 
connected. 

6. Remove short from bias oscillator coil. 

7. Adjust indicator trimmer (C21) for just barely 
lighting the indicator bulb. 

IMPORTANT: Do not readjust the recording bias os¬ 
cillator adjustment after setting the 
indicator light adjustment. 

TROUBLES 

Push Buttons Fail To Latch Into Position — 

1. Lock plate spring (23) loose or broken, result¬ 
ing in the lock plate not being held against the hinge 
bracket (22). 

Fails To Erase — 

1. Spring (49) loose or broken, resulting in the 
erase head (47) not being pulled forward to engage the 
tape. 

2. Erase head not aligned properly. See ’’Erase 
Head Adjustment”. 

No Reverse — 

1. Idler lever tension spring (90) may be loose 
or broken; if so, the idler lever (86) will not be 
actuated. Replace spring (90). 


Tape Fails To Wind On Reel During Record Or Play¬ 

back — 

1. Reel Drive Spring (56) loose or broken. 

Speed Variation Or ”Wow” — 

1. Check capstan (17), pinch roller (11), idler 
(92), motor pulley (73), and flywheel (64) for oil or 
foreign material. Clean these parts with a good clean¬ 
ing fluid. 

2. Check motor pulley (73) to see if it is secured 
to motor. 

3. Check idler tension spring (90); see if it is 
holding the idler engaged with motor pulley and fly¬ 
wheel. 

Tape Overruns Or Spills When Stop Button Is Depressed 

During Fast Forward Or Rewind — 

1. Brake shoes out of adjustment. See ’’Brake 
Shoe Adjustment”. 

2. Brake pads worn out. Replace pads. 

Failure To Record •— 

1. Tape pressure pad not adjusted properly, re¬ 
sulting in the tape not being held against the recording 
head (109). See ’’Pressure Pad Adjustment”. 

2. Record head (109) loose on its mounting. 
Adjust head and tighten into position as described 
under ’’Record-Play Head Adjustment”. 

3. Check the recording tape to see if the dull- 
coated side faces inward on the reel. If the dull side 
faces outward, a recording cannot be made. If this 
condition exists, wind the tape onto an empty reel, as 
described in ’’Threading The Tape”. 

CLEANING 

The record head, capstan and pressure roller 
An occasional cleaning out of foreign matter 
under the plastic pushbutton cover is desirable, and 
a small drop of oil on the sliding lever members is 
advisable. 

are subject to an accumulation of tape coating residue, 
which is worn off the tape as it passes these parts. 
Use a soft cloth and alcohol to clean the head surfaces, 
capstan and pressure roller. 

CAUTION: Do not use a brush when cleaning the re¬ 
cording head as this could possibly mar 
the laminations. 

LUBRICATION 

All rotating parts are provided with generous size 
oilite bearings, which are factory lubricated and re¬ 
quire no further attention. 
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ITEM 

TUBE 

Pin 1 

Pin 2 

Pin 3 

Pin 4 

Pin 5 

Pin 6 

Pin 7 

Pin 8 

Pin 9 

VI 

12AX7 

t 155K 

4.7Meg 

Oo 

Oo 

Oo 

140K 

1.5Meg 

▲Oo 14o 

.In 

V2 

6AV6 

6.8Meg 

On 

.10 

Oo 

Oo 

Oo 

t 185K 



V3 

6AQ5 

470 K 

330o 

Oo 

.10 

t 7700 

t 4700 

470 K 



V4 

6X4GT 

240o 

TP 

.10 

Oo 

NC 

2500 

20K (Min) 





i5o oj 

(C23)A “ 

_4000 oj 
- mmf<=3 


o 

* 

BLK^l 


ON-OFF SWITCH 
ON VOLUME CONTROL 



u^TL_rw\J 

DRIVE MOTOR 


SWITCH SHOWN IN PLAY POSITION 
1. DC voltage measurements taken with vacuum tube voltmeter; 
AC voltages measured at 1000 ohms per volt. 

Socket connections are shown as bottom views. 

Measured values are from socket pin to common negative. 
Line voltage maintained at 117 volts for voltage readings. 
Nominal tolerance of component values makes possible a 
variation of±15%in voltage and resistance readings. 

6. All controls at minimum, proper output load connected. 


235V 

SOURCE 


t MEASURED FROM PIN 7 OF V4. 
A TAKEN IN RECORD POSITION. 
TPTIE POINT. 


A PHOTOFACT STANDARD NOTATION SCHEMATIC 
Howard W. Sams & Co., Inc. 1958 



205V 

SOURCE 
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PARTS LIST AND DESCRIPTIONS CHASSIS-TOP VIEW 



6AQ5 


6AV6 


12AX7 


ECC83 



to 

OS 

O 

u 

< 

CL 

< 

u 

u 

h- 

> 

O 

oc 

u 

LU 


SPRAGUE 
PART No. 

TVL-3419 

TVA-2722 

SANGAMO 
PART No. 

T-395 

FMD-4510 

PYRAMID 
PART No. 

TMT-81 

TDLD-26 

MALLORY 
PART No. 

FP331 

TCD52 

CORNELL- 
DUBILIER 
PART No. 

C0720 

BBRD1145 

AEROVOX 
PART No. 

AFH3-99 

PRS250V1010 

Wilcox Gay 

PART No. 

5-437 

5-444 

VOLT. 

o o o o 
in m in o o 

<N<N<MCS1<M 

CAP. 

■ 30 
a 30 

30 

10 

10 

ITEM 

No. 

CIA 

B 

C 

C2A 

B 


to 


U 

< 

Q. 

< 

U 

a 

LU 

>< 


& £ 

t. u 

0 0 

a 

3 3 


£ 2 


§ 3 


E 2 


£3 


UJ 

0 

z 

f 

REPLACEMENT DATA 

SPRAGUE 
PART No. 

5GA-D1 

2TM-S47 

MS-382 

5GA-T47 

5HK-S1. 

5HK-S1 

5HK-S1 

5GA-T47 

5GA-D15 

6TM-D47 

5GA-T1 

5GA-D3 

5GA-T1 

5HK-S1 

5GA-T22 

5HK-S1 

6TM-S47 

5GA-T22 

5HK-2D4 

MALLORY 
PART No. 

UC-521 

GEM-4147 

UC-5347 

DC 511 

DC511 

DC511 

UC-5347 

UC-5215 

GEM-6f*47 

UC-531 

UC-523 

UC-531 

DC511 

UC-5322 

DC 511 
GEM-6147 

UC-5322 

DCD524 

ERIE 

PART No. 

GP-1000 

ED-820 

GP-470 

ED-01 

ED-01 

ED-01 

GP-470 

GP-1500 

GP-4700 

GP-100 

GP-3000 

GP-100 

ED-01 

GP-220 

ED-01 

GP-220 

ED2-004 

CORNELL- 
DUBILIER 
PART No. 

LT6D1 

CUB2S47 

1R5T82 

LT6T47 

BYA6S1 

BYA6S1 

BYA6S1 

LT6T47 

LT6D15 

CUB6D47 

LT6T1 

LT6D3 

LT6T1 

BYA6S1 

LT6T22 

BYA6S1 

CUB6S47 

LT6T22 

BYC6DD4 

CENTRALAB 

PART No. 

D6-102 

DF-503 

D6-821 

D6-471 

DD-103 

DD-103 

DD-103 

D6-471 

D6-152 

D6-472 

D6-101 

D6-302 

D6-101 

DD-103 

D6-221 

DD-103 

DF-503 

Dfi-221 

DD^-402 

AEROVOX 
PART No. 

SI1000 

P288N-047 

1464-00082 

SI470 

BPD-01 

BPD-01 

BPD-01 

SI470 

SI1500 

P688N-0047 

SHOO 

SI3000 

SI100 

BPD-01 

SI220 

BPD-01 

P688N-047 

SI220 

BPD-2X004 

Wilcox Gay 

PART No. 


1 RATING 

| VOLT 

O O O 

o o o 

| CAP. 

1000 

.047 

820 

470 

10000 

10000 

10000 

470 

1500 

.0047 

100 

3000 

100 

10000 

220 

3-35 

10000 

.047 

5-70 

220 

4000 

4000 

ITEM 

No. 

- 

uuououuouuuuuuuuouuuu 


to 


to 

—4 

O 

as 

i— 

z 

o 

u 


0 

z 

z 

o 

1 

z 

Volume Tap ® 500K 

Tone 

REPLACEMENT DATA 

MALLORY 
PART No. 

UT-443 

Not Req. 
KB-1 

U44 

Not Reqj 

IRC 

PART No. 

Q19-137X 

Not Req. 
76-1 

Q13-130 

Not Req. 

CLAROSTAT 
PART No. 

A47F5-lMeg 

FS-3 

SWE-12 

A47-250K-Z 

FS-3 

CENTRALAB 
PART No. 

BT-71 

Not Req. 
KB-1 

B-51 

Not Req. 

Wilcox Gay 
PART No. 

C8-227-2 

C8-231-1 

RATING 

WATTS 

- - 

I RESIST- 1 

1 ANCE | 

IMeg 

Shaft 

Switch 

250K 

Shaft 

ITEM 

No. 

R1A 

B 

C 

R2A 

B 
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PARTS LIST AND DESCRIPTIONS (Continued) CHASSIS-BOTTOM VIEW 
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MECHANICAL PARTS LIST 


Ref. 

Part 



Ref 0 

Part 


No e 

No. 

Description 


No, 

No. 

Description 

1 

13.264-1 

Screw 


53 

B-32. 300 

Tape Guide Post (Lift) 

2 

Rear Escutcheon 


54 

B-32. 260-D 

Tape Guide Post Spacer 

3 


Screw, 8-32 x 1 O.H.M.S., 
Phillips Stl. Stat. (2) 


55 

B-35. 794 

Erase Head Plate Ass’y, 


8.231-1 


56 

B-31.351A 

Reel Drive Spring (Tension) 

4 

Knob (2) 


57 

73-2231-5 

#8 Int. Lockwasher 

5 

73-2254 

Washer, Felt, 3/4 0. D. x 


58 


#8 Screw, R. H. M. S,, Phillips 

6 

13.295-3 

1/4 I.D. (2) 


59 

B-19. 862C 

Angle Bracket For Mounting 

Front Escutcheon, Silver 




Drive Ass’y. 


13. 295-4 

Front Escutcheon, Gold 
(Alternate Part) 


60 

B-28.163 

Linen Washer 




61 

73-2241-134 

Flat Washer 

7 

B-32, 260D 

Set Screw (2) 


62 

C-35. 823-1E 

Brake Drum And Bushing 

8 

Tape Guide (Right) 




Ass’y, (2 Used) 

9 

73-2340 

”C” Washer 


63 


#8-32 B.H.M. Screw (2 Used) 

10 

Varnished Impregnated Linen 


64 


Flywheel 



Washer 


65 


Drive Belt 

11 

33.404 

Pinch Roller 


66 


Drive Mounting Plate 

12 

13 0 318-0 

Nylon Reel Pan And Shaft 


67 


#8-32 R. H. M. Screw, Phillips 

13 

D-35 0 807-1 

Ass'y. (2) 




(2 Used) 

Base Plate Assembly, Green 


68 


#8-32 R. H. M. Screw, Phillips 

14 


Washer 




(2 Used) 

15 


Washer 


69 

C-35. 835 

Brake Slide Plate Assembly 

16 


Nut, Hex 

Capstan Shaft 


70 

B-28.163 

Linen Washer 

17 

32.259 


71 

B-33.412 

Push-On-Stud Nut, 3/16” Stud 

18 

B-19.858 

Nut, #6-32 Hex 


72 

B-35. 764 

Pressure Pad Spring Assembly 

19 

Push Button Retainer Bracket 


73 


Drive Pulley 

20 

B-31. 337A 

Push Button Return Spring (2) 


74 


Motor Adapter Plate Screw 

21 

B-35.755B 

Push Button Ass’y. (5) 




(3 Used) 

22 

B-19. 859D 

Hinge Bracket For Push Buttons 


75 


Motor Adapter Plate Washer 

23 

B-31.343A 

Lock Plate Spring 




(3 Used) 

24 

B-19. 870 

Locking Plate For Push Buttons 


76 


Flat Washer (3 Used) 

25 


Head Mounting Screws, #6-32 


77 


Hex Nut (3 Used) 

26 


R 0 H. M 0 S. (2) 


78 


Motor Type G. I. 20165 

73-2231-4 

Screw, #6-32 R. H. M. S. 


79 

B-35. 774 

Record Interlock Ass’y. 

27 

#6 Lockwasher 


80 

B-31. 333 

Switch Arm Link 

28 

B-35.854 

Head Mounting Bracket Ass’y 0 


81 

B-35. 859-1 

Switch Lever Ass’y. 

29 

73-2340 

Linen Washer 


82 

B-31. 338-B 

Brake Return Spring 

30 

73-2231-4 

Washer 


83 

B-35. 759-1 

Shift Plate Assembly 

31 


Lockwasher (2) 


84 


Shift Plate Tension Spring 

32 


#2-56 Hex Nut, C. P. (2) 


85 


Screw 

33 

B-31. 336D 

#2 Int 0 Lockwashers (2) 


86 


Fast Reverse Idler Wheel 

34 

Pinch Roller Tension Spring 




Bracket 

35 

B-19. 884-B 

Hold Down Bracket 


87 


Washer 

36 

B-19. 881-C 

Playback Actuating Lever 


88 


Washer 

37 

B-33.412 

Push-On Stud Nut, 3/16 Stud 


89 


Screw 

38 

73-2241-148F 

(3) 

Flat Washer (3) 


90 


Fast Reverse Idler Wheel 
Tension Spring 

Washer 

39 

B-19. 868-A 

Record Slide Plate 


91 


40 

B-35.758 

Playback Slide Plate Ass’y. 


92 


Idler Wheel 

41 

B-35. 766-C 

Record Actuating Lever Ass’y. 


93 


Washer 

42 


Screw, #6-32 B.H. M.S., 


94 


”C” Washer 

43 

73-2231-4 

Phillips 


95 


Motor Mounting Screw 

#6 Int. Lockwasher, Stl, C.P. 


96 


Washer 

44 

B-35.775B 

Interlock Lever And Handle 


97 


Washer 

45 

B-31. 338 

Ass’y. 


98 


Grommet, Motor Mounting 

Interlock Lever And Handle 


99 

B-19. 863 

Drive Mounting Plate Bracket 

46 

48-1C-13-1 

Ass’y. Return Spring 


100 

72-2231-5 

#8 Int. Lockwasher 

#6-32 Hex Nut, Steel C.P. 


101 


#8-32 R. H. M. Screw, Phillips 

47 

B-35. 794 

Erase Head And Plate Ass’y 0 


102 

B-28.163 

Linen Washer 

48 

B-35. 824-B 

Pinch Roller Plate Ass’y. 


103 

73-2241-143 

Flat Washer, Steel 

49 

B-31. 347-B 

Erase Head Tension Spring 


104 


Screw, Drive Mounting Plate 

50 

13.258-4 

Push Button, Green (5) 

(Model 750) 


105 


Washer (3 Used) 


13.258-6 


106 


Hex Nut (4 Used) 

51 

Push Button, Blue (5) 

(Model 375) 


107 

108 

B-31.335A 

Brake Pad, Felt (2 Used) 

Set Screw 


#6-32 Screw R. H, M. S. Steel 

p n 


109 

C-36.156-E 

Tape Recording Head (Shure 

52 

48-410-1 

C# P# 

#6-32 Locknut 

J. 
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